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Exploded View and Parts Listing - 2” 1502 Swing Check 

Valve - Standard Flow 
 

 

Item  Qty Description Part # Sour (H2S) -  SC21502 Part # Standard -  SC21502STD 

1 1 2in Swing Check Valve Handle Assembly CV2HNDLASSY CV2HNDLASSY 

2 1 Union Seal - 2in SEAL2 SEAL2STD 

3 1 O-Ring 249 OR-H80-249 OR-H80-249 

4 1 Female Sub Body CV215BODF CV215STDBODF 

5 1 O-Ring 233 OR-H80-233 OR-H80-233 

6 1 O-Ring 248 OR-H80-248 OR-H80-248 

7 1 Seat Carrier Body CV215SEATCARR CV215SEATCARR 

8 1 O-Ring 230 OR-H80-230 OR-H80-230 

9 1 Clapper Body CV215CLAP CV215CLAP 

10 1 Dowel Pin, 0.375in Dia x 1.50in Long CVDOWPIN CVDOWPIN 

11 1 Male Sub Body CV215BODM CV215STDBODM 

12 2 Setscrew, Socket Head, Cone Point 5/8-11 x 1 Long SSCONESKT 0.625-11x1-HX-N SSCONESKT 0.625-11x1-HX-N 

13 1 Vent, 1/4in NPT Bleed (Vent14) SH-012 SH-012 

14 1 Wingnut Kit WNKIT21502 WNKIT21502STD 
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Exploded View and Parts Listing - 2” 1502 Swing Check 

Valve - Reverse Flow 
 

 

Item  Qty Description Part # Sour (H2S) -  SC21502R Part # Standard -  SC21502RSTD 

1 1 2in Swing Check Valve Handle Assembly CV2HNDLASSY CV2HNDLASSY 

2 1 Union Seal - 2in SEAL2 SEAL2STD 

3 1 O-Ring 249 OR-H80-249 OR-H80-249 

4 1 Male Sub  CV215RVBODM CV215STDRVBODM 

5 1 O-Ring 233 OR-H80-233 OR-H80-233 

6 1 O-Ring 248 OR-H80-248 OR-H80-248 

7 1 Seat Carrier Body CV215SEATCARR CV215SEATCARR 

8 1 O-Ring 230 OR-H80-230 OR-H80-230 

9 1 Clapper Body CV215CLAP CV215CLAP 

10 1 Dowel Pin, 0.375in Dia x 1.50in Long CVDOWPIN CVDOWPIN 

11 1 Female Sub Body CV215RVBODF CV215STDRVBODF 

12 2 Setscrew, Socket Head, Cone Point 5/8-11 x 1 Long SSCONESKT 0.625-11x1-HX-N SSCONESKT 0.625-11x1-HX-N 

13 1 Vent, 1/4in NPT Bleed (Vent14) SH-012 SH-012 

14 1 Wingnut Kit WNKIT21502 WNKIT21502STD 
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Exploded View - 2” 602 Swing Check Valve 

 

Exploded View - 2” 607LH Swing Check Valve 
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Parts Listing - 2” 602 & 2” 607LH Swing Check Valves 

 

 

 

 

 

 

 

 

 

  

Item  Qty Description PART # 2” 602 - SC2602 PART # 2” 607 LH - SC2607LH 

1 1 2in Swing Check Valve Handle Assembly CV2HNDLASSY CV2HNDLASSY 

2 1 Union Seal - 2in SEAL2 SEAL2607 

3 1 O-Ring 249 OR-H80-249 OR-H80-249 

4 1 Female Sub Body CV26BODF CV2607BODFLH 

5 1 O-Ring 233 OR-H80-233 OR-H80-233 

6 1 O-Ring 248 OR-H80-248 OR-H80-248 

7 1 Seat Carrier Body CV215SEATCARR CV215SEATCARR 

8 1 O-Ring 230 OR-H80-230 OR-H80-230 

9 1 Clapper Body CV215CLAP CV215CLAP 

10 1 Dowel Pin, 0.375in Dia X 1.50in Long CVDOWPIN CVDOWPIN 

11 1 Male Sub Body CV26BODM CV2607BODM 

12 2 Setscrew, Socket Head, Cone Point 5/8- 11 x 1 Long SSCONESKT 0.625-11x1-HX-N SSCONESKT 0.625-11x1-HX-N 

13 1 Vent, 1/4in NPT Bleed (Vent14) SH-012 SH-012 

14 1 Wingnut Kit WNKIT2602   WNKIT2607LH 
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Major Repair Kit Parts Listing - 2” Swing Check Valve 
 

 

 

 

  

 

Item Qty Description Part # Sour (H2S) & Standard 

  Major Repair Kit SCRK2MAJ 

1 1 O-Ring 249 OR-H80-249 

2 1 O-Ring 233 OR-H80-233 

3 1 O-Ring 248 OR-H80-248 

4 1 Clapper Body CV215CLAP 

5 1 O-Ring 230 OR-H80-230 

6 1 Dowel Pin, 0.375in Dia X 1.50in Long CVDOWPIN 

7 1 Seat Carrier Body CV215SEATCARR 



MM-11 2'' Swing Check Valve Maintenance Manual Rev.0 

 

 

 
Page 7 of 17 

 

Minor Repair Kit Parts Listing - 2” Swing Check Valve 
 

 

 

 

 

  

 

Item Qty Description Part # Sour (H2S) & Standard 

  Minor Repair Kit SCRK2MIN 

1 1 O-Ring 249 OR-H80-249 

2 1 O-Ring 233 OR-H80-233 

3 1 O-Ring 248 OR-H80-248 

4 1 O-Ring 230 OR-H80-230 
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Wingnut Assembly Parts Listing - 2” 1502  

 

 

 

 

 

 
 

 

Item Qty Description Part # Sour (H2S) Part # Standard 

  Wingnut Kit  WNKIT21502 WNKIT21502STD 

14.1 1 Spiral Retaining Ring SNAPRINGWST334 SNAPRINGWST334 

14.2 1 Wingnut WN21502 WN215DETSTD 

14.3 1 Segment Set (3) SEG21502 SEG21502 
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Wingnut Assembly Parts Listing - 2” 602 
 

 

Item Qty Description Part # Sour (H2S) 

  Wingnut Kit  WNKIT2602 

14.1 1 Spiral Retaining Ring SNAPRINGWST306 

14.2 1 Wingnut WN2602 

14.3 1 Segment Set (3) SEG2602 

Wingnut Assembly Parts Listing - 2” 607LH 
 

 

Item Qty Description Part # Sour (H2S) 

  Wingnut Kit  WNKIT2607LH 

14.1 1 Spiral Retaining Ring SNAPRINGWST306 

14.2 1 Wingnut WN2607LH 

14.3 1 Segment Set (3) SEG2602 
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Assembly Procedure 
 

Pictorial Sample - 2” 1502 Swing Check Valve - Standard Flow 

 

It is important that the workstation is clean and free of any contaminants such as metal 

shavings, dirt, etc.  Do not sand or de-burr any items on the assembly workstation. 

 

Note:  RDI-6430 (assembly grease) and Nikal (anti-seize compound) are used in this 

procedure. Use of grease other than that listed in this manual is not recommended as it may 

adversely affect the performance and functionality of the Valve. 

 

1. Clean and inspect all parts for 

any damage (i.e. dents, 

scratches, sharp edges and 

burrs), particularly on the 

sealing areas and threads prior 

to assembly. 

 

2. Install the Spiral Retaining 

Ring (#14.1) onto the Male 

Sub Body (# 11). 

Refer to Wingnut Assembly 

Parts Listing - 2” 1502 
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3. Slide the Wingnut (#14.2) onto 

the male end up to the Spiral 

Retaining Ring. Place the 

Segment Set (3) (#14.3) 

around the male end and pull 

the Wingnut over the 

Segments to hold them in 

place. 

 

4. Pry the Spiral Retaining Ring 

around into the groove of the 

Segments to secure the 

Wingnut. 

 

5. Grease the seal bore (just 

below the threads) of the 

Male Sub. 
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6. Grease O-Ring 230 (#8) (for 

the inside groove) and O-Ring 

248 (#6) (for the outer groove) 

then install them into their 

respective grooves on the Seat 

Carrier Body (#7). 

 

7. Grease the Dowel Pin (#10), 

the pin holes of the Clapper 

Body (#9) and the Seat Carrier 

Body. Place the Clapper Body 

into the Seat Carrier Body (flat 

surface against O-Ring 230). 

Align the pin holes of the 

Clapper Body and the Seat 

Carrier Body then insert the 

Dowel Pin. 

 

8. Align the Dowel Pin with the 

two threaded holes on the 

Male Sub (as shown), then 

insert the Seat Carrier 

Assembly (ensure it is straight 

to avoid binding) into the Male 

Sub. 
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9. Tap the Seat Carrier Assembly 

with a flat end bar & dead 

blow hammer until fully 

engaged. 

 

10. Grease O-Ring 233 (#5) then 

install it into the groove on the 

Seat Carrier Assembly. 

 

Mount the Male Sub on a 

bench receiver. 
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11. Grease O-Ring 249 (#3) and 

install it into the groove on the 

OD of the Female Sub Body 

(#4). 

 

12. Apply anti-seize compound on 

the threads of the Female Sub 

and onto the corresponding 

threads of the Male Sub. 

 

13. Thread an extra 2” 1502 

Wingnut onto the Female Sub 

then thread it into the Male 

Sub. 
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14. Tighten the Female Sub snugly 

by using a pipe wrench on the 

extra Wingnut. 

 

15. Coat the two Setscrews (#12) 

with anti-seize compound and 

install them into the two 5/8” 
threaded holes on the Male 

Sub as shown. 

 

16. Apply 3-4 turns of Teflon tape 

on the threads of the ¼ NPT 

Vent (#13) then install it into 

the ¼ NPT port on the Male 

Sub. 
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17. Remove the extra 2” 1502 

Wingnut and install the Union 

Seal (#2) into the groove of 

the Female Sub. 
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RDI Sales & Service Centers 

For a list of our locations visit our website @ 

https://rdironworks.com/contact-a-location-near-you/. 

 

 
 

 

Toll Free Phone:  855.973.4733 

Toll Free Fax:  855.573.4473 

Email:  info@rdironworks.com 

 

https://rdironworks.com/contact-a-location-near-you/
mailto:info@rdironworks.com

